
TRESNA -  GERMANY 
 
Guanglu Europa GmbH 
Kruppstr. 82 - 100 
45145 Essen, Germany 
 
Telephone:  +49 201 2486350  
FAX: +49 201 2486711 

TRESNA -  U.S.A. 
 
Headquarters and Main Factory 
Guilin Guanglu Measuring Instrument 
Co., Ltd. 
 
Telephone:  1 800 717 58 18  
(United States and Canada) 
FAX: +49 201 2486711 

TRESNA -  CHINA 
 
Wuxi Guanglu Measuring Instrument 
Co., Ltd. 
Kruppstr. 82 - 100 No.90, MeiYu Road Mei 
Cun, Wuxi Province 214028 China 
 
Telephone:  510 88151078 
FAX: 86 510 88152298 

FEATURES 
×90°measurement. 
Widely used in angle measurement in auto industry, building industry and drilling machinery, etc. 
Display always reads upright, no matter which way the level is turned.  
Simple calibration requires no special fixtures.  
Versatile measuring tool, angle finder, protractor and level three in one. 
One 3V Cr2032 lithium battery. 
Measuring range: 4×90°(0~360°) 
 Work temperature: +5°C~+40°C 
 Work humidity: ≤85%RH 
 Resolution:  0.1° 
 Accuracy: 0.2° 
 
451-101 (Stainless steel measuring faces.) 
451-101H (Stainless steel measuring faces with small screw thread bottom outlets holes in the bottom 
panel.) 
451-101M (Stainless steel measuring faces with magnetic disks in bottom panel.) 
451-101W (Stainless steel measuring faces with large measuring face in bottom panel.) 
451-101WM (Stainless steel measuring faces with large and magnetic disks in the bottom panel.) 
451-101VM (Stainless steel measuring faces with V-type measuring face in bottom panel.) 
451-101A (Aluminum-alloy measuring faces with up and down large measuring base. ) 
451-101AM (Large Aluminum flame measuring faces with magnetic bottom panel.) 

The World's Largest  Measuring Instrument Store! 
Providing OEM, Wholesale and Retail Services Worldwide. Toll Free :  1-800-717-5818 (U.S A) 


